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Datasheet Product number; CLS300C218B01_L S243
Model: CLS300
Series:  C218/ X218
Year: 2012-2018
Enginee  M276DE35red.
Fuel:  Super (ROZ 95)
Charge:
Origina Posaidon
Displacement 3498 cm? 3498 cm?
Power 185 kW = 251 HP 243 kW = 330 HP
Torque 340 Nm @ 3500-4500 RPM 398 Nm @ 3500 RPM
Top speed 250 km/h No VMax limitation
1 800
260 +
1 750
— 700
- 650
200+
+— 600
+ 560
+— 500
150+ 450
= | E
= 1 400 =
1 350
100 + | 200
1 250
+— 200
50+ 1 150
[0 W Turing | 1100
kW Qriginal + 50
[ 1im Tuning] ¢ i i i i i i i i —L 0
B Nm Original | 2000 2500 3ooo 3500 4000 4500 EODO 6500 8000 8500
RPM
Environment Pressure: 1014 mBar Temperature: 24.3 °C

Engine power (measured)
Wheel power (measured)
Power |oss (measured)

Torque engine (corrected)

246.5 kW = 335 HP
213.4 kW = 290 HP
-33 kW @ 196.6 km/h @ 6691 RPM
396.4 Nm @ 118.6 km/h @ 4037 RPM

All information is subject to change. Real performance values will vary depending on the vehicle and its configuration. (DIN 70020)
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